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Check out our website at: www.hawkeraplus.com
or call us at 877-485-1472  

We offer NO COST battery maintenance training at your location. 
Topics include: causes of premature failure, battery preventive and corrective maintenance, testing and 
charging in and out of the platform. Interested…contact us at 877-485-1472 or send us a feedback form (go 
to the contact section) of www.hawkeraplus.com to coordinate. Stop disposing of batteries and start 
recovering them for re-use. 

Heat affects battery life!!! Batteries self-discharge faster at higher temperatures. Lifespan can also be 
reduced at higher temperatures - most manufacturers state this as a 50% loss in life for every 15°F over 77°
cell temperature. Lifespan is increased at the same rate if below 77°F, but capacity is reduced. This tends to 
even out in most systems - they will spend part of their life at higher temperatures, and part at lower.  So 
keep batteries protected when possible, shield from direct sunlight, allow for air circulation and check 
the voltage frequently. Keep your Hawker batteries  fully charged at or above 12.85V year round for best 
results. 

Generator Size Generator Model Battery NSN

10kW 803A/813A MIL PC 1500 Group 34 Pending

15kW 804A/814A MIL PC 1500 Group 34 Pending

30kW 805A/815A/815B MIL PC 1500 Group 34 Pending

60kW 806A&B/816A&B MIL PC 1500 Group 34 Pending

100kW 807A (100kW) MIL PC 2150 Group 31 6140015207112

200kW 809A (200kW) MIL PC 2150 Group 31 6140015207112

Hawker® MIL PC 1500 (Part No. 0785-2025) 

Specs: 12v, 880 CCAs, 135 min reserve capacity, Group 34 battery size. We’re 
working hard to get an NSN assigned. Until then, you can obtain through local purchase 
method. Call the Defense Logistics Information Service (DLIS), a DLA agency, at (877) 352-
2255 or DSN 661-7766 (or email dlacontactcenter@dla.mil) and tell them you want the MIL 
PC 1500 available via NSN.

-----------------------------------------------------------------------------------------------------------------------

Hawker® MIL PC 2150 (Part No. 0790-2010; NSN: 6140-01-520-7112)  

Specs: 12V, 1150 CCA, 205min reserve capacity, Group 31 battery size 
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