
that multiple manufacturers make 6TAGM batteries for NSN 6140-01-485-1472.  The only way to ensure that 
you’ll receive the Hawker® Armasafe™ Plus 6TAGM is to include our company specific Part No. & CAGE Code 
(as found on the label above…see   ) when ordering.  That is, Part No.:  9750N7025  & CAGE Code:  0WY96  

Want to keep your Hawker® Armasafe™ Plus 6TAGM battery from freezing?  It’s easy…keep it charged!  A 
deeply drained Hawker® is susceptible to freezing at 5o F or lower, but a fully charged Hawker® is designed 
and tested to operate at -40o F.  In fact, fully charged…it’ll resist freezing down to -80o F!!! 

Where are the CCAs listed on the Hawker® Armasafe™ Plus 6TAGM battery?  The minimum is on the front 
label (see below).  

It’s a new year….and time for a new approach to 
maintaining & recovering batteries.  
Contact your Hawker® FSR  for  
FREE Battery Maintenance and Recovery Training (BMRT) 
…and get the year off to a positive START! 

This newsletter brought to you by your Hawker ® Battery Field Support Team and 
is NOT an official publication of the US Government .  

Visit our website at: www.hawkeraplus.com  
Call us at 877-485-1472 

NSN: 6140-01-485-1472 
Part No: 9750N7025 
CAGE Code: 0WY96 

Next Issue:  
Where do I indicate 
when my Hawker® 
6TAGM battery was 
installed? 

The industry 
definition of  

Cold Cranking Amps 
(CCA) is: 

 

“the amount of amps 
that a fully charged 

12-volt battery  
can deliver at  
0o F (-18o C)  

for 30 seconds while 
still maintaining at 

least 7.2 volts ”   

 

As such, it’s listed here.  
 

However, this is the 
minimum requirement 

per MIL-PRF 32143.   
 

Actually, for a brand 
new Hawker® 

Armasafe™ Plus 6TAGM 
you should expect and 

test for at least 
  

1225 CCAs! 


